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Shopping Assistance Method and Apparatus 
Field of the Invention 

5 The present invention relates to a shopping assistance method and apparatus and, in 
particular, but not exclusively, to such a method and apparatus utilising the information 
capture and processing methods and apparatus of our co-pending UK patent application 
9927349.2. 

10 Background of the Invention 

Communication infrastructures suitable for mobile users (in particular, though not 
exclusively, cellular radio infrastructures) have now become widely adopted. Whilst the 
primary driver has been mobile telephony, the desire to implement mobile data-based 
services over these infrastructures, has led to the rapid development of data-capable bearer 
15 services across such infrastructures. This has opened up the possibility of many Internet- 
based services being available to mobile users. 

By way of example, Figure 1 shows one form of known communication infrastructure for. 
mobile users providing both telephony and data-bearer services. In this example, a mobile 

20 entity 20, provided with a radio subsystem 22 and a phone subsystem 23, communicates 
with the fixed infrastructure of GSM PLMN (Public Land Mobile Network) 10 to provide 
basic voice telephony services. In addition, the mobile entity 20 includes a data-handling 
subsystem 25 interworking, via data interface 24, with the radio subsystem 22 for the 
transmission and reception of data over a data-capable bearer service provided by the 

25 PLMN; the data-capable bearer service enables the mobile entity 20 to communicate with a 
service system 40 connected to the public Internet 39. The data handling subsystem 25 
supports an operating environment 26 in which applications run, the operating environment 
including an appropriate communications stack. 

30 More particularly, the fixed infrastructure 10 of the GSM PLMN comprises one or more 
Base Station Subsystems (BSS) 1 1 and a Network and Switching Subsystem NSS 12. Each 
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BSS 11 comprises a Base Station Controller (BSC) 14 controlling multiple Base 
Transceiver Stations (BTS) 13 each associated with a respective "cell" of the radio 
network. When active, the radio subsystem 22 of the mobile entity 20 communicates via a 
radio link with the BTS 13 of the cell in which the mobile entity is currently located. As 
regards the NSS 12, this comprises one or more Mobile Switching Centers (MSC) 15 
together with other elements such as Visitor Location Registers 32 and Home Location 
Register 32. 

When the mobile entity 20 is used to make a normal telephone call, a traffic circuit for 
carrying digitised voice is set up through the relevant BSS 1 1 to the NSS 12 which is then 
responsible for routing the call to the target phone (whether in the same PLMN or in 

another network). 



With respect to data transmission to/from the mobile entity 20, in the present example 
1 5 three different data-capable bearer services are depicted though other possibilities exist. A 
first data-capable bearer service is available in the form of a Circuit Switched Data (CSD) 
service; in this case a full traffic circuit is used for carrying data and the MSC 32 routes the 
circuit to an InterWorking Function IWF 34 the precise nature of which depends on what is 
connected to the other side of the IWF. Thus, IWF could be configured to provide direct 
20 access to the public Internet 39 (that is, provide functionality similar to an LAP - Internet 
Access Provider IAP). Alternatively, the IWF could simply be a modem connecting to a 
PSTN; in this case, Internet access can be achieved by connection across the PSTN to a 
standard IAP. 



25 A second, low bandwidth, data-capable bearer service is available through use of the Short 
Message Service that passes data carried in signalling channel slots to an SMS unit which 
can be arranged to provide connectivity to the public Internet 39. 

A third data-capable bearer service is provided in the form of GPRS (General Packet Radio 
30 Service which enables IP (or X.25) packet data to be passed from the data handling system 
of the mobile entity 20, via the data interface 24, radio subsystem 2 1 and relevant BSS 1 1 , 



to a GPRS network 1 7 of the PLMN 1 0 (and vice versa). The GPRS network 1 7 includes a 
SGSN (Serving GPRS Support Node) 18 interfacing BSC 14 with the network 17, and a 
GGSN (Gateway GPRS Support Node) interfacing the network 17 with an external 
network (in this example, the public Internet 39). Full details of GPRS can be found in the 
ETSI (European Telecommunications Standards Institute) GSM 03.60 specification. Using 
GPRS, the mobile entity 20 can exchange packet data via the BSS 1 1 and GPRS network 
17 with entities connected to the public Internet 39. 

The data connection between the PLMN 1 0 and the Internet 39 will generally be through a 
firewall 35 with proxy and/or gateway functionality. 

Different data-capable bearer services to those described above may be provided, the 
described services being simply examples of what is possible. 

In Figure 1 , a service system 40 is shown connected to the Internet 40, this service system 
being accessible to the OS/application 26 running in the mobile entity by use of any of the 
data-capable bearer services described above. The data-capable bearer services could 
equally provide access to a service system that is within the domain of the PLMN operator 
or is connected to another public or private data network. 

With regard to the OS/application software 26 running in the data handling subsystem 25 
of the mobile entity 20, this could, for example, be a WAP application running on top of a 
WAP stack where "WAP" is the Wireless Application Protocol standard. Details of WAP 
can be found, for example, in the book "Official Wireless Application Protocol" Wireless 
Application Protocol Forum, Ltd published 1 999 Wiley Computer Publishing. Where the 
OS/application software is WAP compliant, the firewall will generally also serve as a 
WAP proxy and gateway. Of course, OS/application 26 can comprise other functionality 
(for example, an e-mail client) instead of, or additional to, the WAP functionality. 

The mobile entity 20 may take many different forms. For example, it could be two separate 
units such as a mobile phone (providing elements 22-24) and a mobile PC (data-handling 
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system 25) coupled by an appropriate link (wireline, infrared or even short range radio 
system such as Bluetooth). Alternatively, mobile entity 20 could be a singie unit such as a 
mob.le phone with WAP functionality. Of course, if only data transmission/reception is 
requ.red (and not voice), the phone functionality 24 can be omitted; an example of mis is a 
PDA „,th built-in GSM data-capable functionary whilst another example is a digita, 
camera (the data-handling subsystem) also with built-in GSM data-capable functionality 
enabhng the upload of digital images from the camera to a storage server. 

Whilst the above description has been given with reference to a PLMN based on GSM 

tcchnology.itwillbeappreciatedthatmanyomerceuularradiotechnologiesexistandcan 
typtcally prov,de the same type of functionality as described for the GSM PLMN 10 



Recently, must interest has been shown in "location-based", "location-dependent" or 
15 "location-aware" services for mobile users, these being services that take account of the 
current location of the user (or other mobile party). The most basic form of mis service ,s 
the emergency location service whereby a user in trouble can press a panic burton on their 
mobtle phone to send an emergency request-for-assistance message with their location data 
appended. Corner well known location-based service is the provision of traffic and route- 
20 gu,d.„g information to vehicle drivers based on their current position. A further known 
serv.ee „ a "yeUow pages" service where a user can fmd out about amenities (shops 
restaurants, theatres, etc.) local to their current tocation. The term "location-aware services" 
w,U be used herein to refer generically ,„ these and similar services where a location 
dependency exists. 



25 



LocaUon-aware services all require user location as an input parameter. A number of 
methods already exist for determining the location of a mobile user as represented by an 
associated mobile equipment. Example location-determining methods will now be 
desenbed with reference to Figures 2 to 5. As wil, be seen, some of these methods result in 
30 the user knowing their locat.on thereby enabhng them to transrmt it to a location-aware 
sen.ee they are interested in receiving, whilst other of the methods result in the user's 



location becoming known to a network entity from where it can be supplied directly to a 
location-aware service (generally only with the consent of the user concerned). It is to be 
understood that additional methods to those illustrated in Figures 2 to 5 exist. 

As well as location determination, Figures 2 to 5 also illustrate how the mobile entity 
requests a location-aware service provided by service system 40. In the present examples, 
the request is depicted as being passed over a cellular mobile network (PLMN 10) to the 
service system 40. The PLMN is, for example, similar to that depicted in Figure 1 with the 
service request being made using a data-capable bearer service of the PLMN. The service 
system 40 may be part of the PLMN itself or connected to it through a data network such 
as the public Internet. It should, however, be understood that infrastructure other than a 
cellular network may alternatively be used for making the service request 

The location-determining method illustrated in Figure 2 uses an inertial positioning system 
50 provided in the mobile entity 20A, this system 50 determining the displacement of the 
mobile entity from an initial reference position. When the mobile entity 20A wishes to 
invoke a location-aware service, it passes its current position to the corresponding service 
system 40 along with the service request 51. This approach avoids the need for an 
infrastructure to provide an external frame of reference; however, cost, size and long-term 
accuracy concerns currently make such systems unattractive for incorporation into mass- 
market handheld devices. 

Figure 3 shows two different location-determining methods both involving the use of local, 
fixed-position, beacons here shown as infra-red beacons IRD though other technologies, 
such as short-range radio systems (in particular, "Bluetooth" systems) may equally be used. 
The right hand half of Figure 3 show a number of independent beacons 55 that continually 
transmit their individual locations. Mobile entity 20B is arranged to pick up the 
transmissions from a beacon when sufficiently close, thereby establishing its position to 
the accuracy of its range of reception. This location data can then be appended to a request 
59 made by the mobile entity 20B to a location-aware service available from service 
system 40. A variation on this arrangement is for the beacons 55 to transmit information 
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which whilst not directly location data, can be used to look up such data (for example, the 
data may be the Internet home page URL of a store housing the beacon 55 concerned, this 
home page giving the store location - or at least identity, thereby enabling look-up of 
location in a directory service). 

5 

In the left-hand half of Figure 3, the IRB beacons 54 are all connected to a network that 
connects to a location server 57. The beacons 54 transmit a presence signal and when 
mobile entity 20C is sufficiently close to a beacon to pick up the presence signal, it 
responds by sending its identity to the beacon. (Thus, in this embodiment, both the beacons 
10 54 and mobile entity 20C can both receive and transmit IR signals whereas beacons 55 
only transmit, and mobile entity 20B only receives, IR signals). Upon a beacon 54 
receiving a mobile entity's identity, it sends out a message over network 56 to location 
server 57, this message linking the identity of the mobile entity 20C to the location of the 
relevant beacon 54. Now when the mobile entity wishes to invoke a location-aware service 
15 provided by the service system 40, since it does not know its location it must include it's 
identity in the service request 58 and rely on the service system 40 to look up the current 
location of the mobile entity in the location server 57^ Because location data is personal 
and potentially very sensitive, the location server 57 will generally only supply location 
data to the service system 40 after the latter has produced an authorizing token supplied by 
20 the mobile entity 20B in request 58. It will be appreciated that whilst service system 40 is 
depicted as handling service requests form both types of mobile entity 20 B and 20C, 
separate systems 40 may be provided for each mobile type (this is likewise true in respect 
of the service systems depicted in Figures 4 and 5). 

25 Figure 4 depicts several forms of GPS location-determining system. On the left-hand side 
of Figure 4, a mobile entity 20D is provided with a standard GPS module and is capable of 
determining the location of entity 20D by picking up signals from satellites 60. The entity 
20D can then supply this location when requesting, in request 6 1 , a location-aware service 
from service system 40. 

30 



The right-hand side of Figure 4 depicts, in relation to mobile entity 20E, two ways in 
which assistance can be provided to the entity in deriving location from GPS satellites. 
Firstly, the PLMN 10 can be provided with fixed GPS receivers 62 that each continuously 
keep track of the satellites 60 visible from the receiver and pass information in messages 
63 to local mobile entities 20E as to where to look for these satellites and estimated signal 
arrival times; this enables the mobile entities 20E to substantially reduce acquisition time 
for the satellites and increase accuracy of measurement (see "Geolocation Technology 
Pinpoints Wireless 911 calls within 15 Feet* 1 l-Jul-99 Lucent Technologies, Bell Labs). 
Secondly, as an alternative enhancement, the processing load on the mobile entity 20E can 
be reduced and encoded jitter removed using the services of network entity 64 (in or 
accessible through PLMN 10). 

One the mobile unit 20E has determined its location, it can pass this information in request 
65 when invoking a location-aware service provided by service system 40. 

Figure 5 depicts two general approaches to location determination from signals present in 
a cellular radio infrastructure. First, it can be noted that in general both the mobile entity 
and the network will know the identity of the cell in which the mobile entity currently 
resides, this information being provided as part of the normal operation of the system. 
(Although in a system such as GSM, the network may only store current location to a 
resolution of a collection of cells known as a "location area", the actual current cell ID will 
generally be derivable from monitoring the signals exchanged between the BSC 14 and the 
mobile entity). Beyond current basic cell ED, it is possible to get a more accurate fix by 
measuring timing and/or directional parameters between the mobile entity and multiple 
BTSs 13, these measurement being done either in the network or the mobile entity (see, for 
example, International Application WO 99/04582 that describes various techniques for 
effecting location determination in the mobile and WO 99/551 14 that describes location 
determination by the mobile network in response to requests made by location-aware 
applications to a mobile location center - server- of the mobile network). 
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The left-hand half of Figure s depicts the case rf ^ delerminatjon ^ ^ ^ ^ 

mobtle e„ tity 20F by, for example, making observed Time Difference (OTD) 
measurements with respec, t „ sig„ als ftom BTSs „ „ ^ ^ 

knowledge of BTS locations. The location data is subsequent* appended to a service 
request 66 sen, to service system 40 in respec, of a location-aware service. The calculation 
load on mobile entity 20F could be reduced and the need for the mobi.e to know BTS 
.ocattons avoided, by having a network entity do some of the work. The right-hand naif of 
F.gure 5 depicts the case of location determination beingdone in the network, forexamp.e 
by malang Timing Advance measurements for three BTSs 13 and using these' 
.0 measurements to derive location (this derivation typical.y being done in a unit associate* 
wth BSC 14). The resultant location data is passed ,„ a location server 67 from where it 
can be made available to authorised services. As for the mobile entity 20C in Figure 3 
when the mobile entity 20G of Figure 5 wishes to invoke a location-aware service' 
avatlable on service system 50, it sends a request 69 including an authorisation token and 
d. ID (possible embedded in the token) to the service system 40; the service system then 
uses the authorisation token to obtain the current iocation of the mobi.e entity 20O from 
the location server 67. 

In the above examples, where the mobile entity is responsible for determining Nation mis 
w,l, ge„e ra , Iy be done on,y a, the time the location-awate service is being requested 
Where tocation determination is done by the infrastructure, i, may be practical for systems 
covenng only a limited number of users (such as the system illustrated in the left-hand half 
of Ftgure 2 where a number of infrared beacons 54 will cover a generally fairly limited) for 
location-data collection to be done whenever a mobi,e entity is newly detected by an KB 
25 ,1ns data being passed ,o location server 57 where it is cached for use when needed' 
However, for systems covering large areas with potentially a large number of mobile 
entities, such as the Figure 5 system, i, is more efficient to effect location determination as 
and when mere is a perceived need to do so; ,hus, location de,erm,na,ion may be triggered 
by ,he location server 67 in response to me service request 68 from me mobile entity 20G 
or ,he mob.le entity may, immediately prior to making request 68, directly trigger BSC 1 4 
to effect a location determination and feed the result to location server 67 
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Further with respect to the location servers 57, 67, whilst access authorisation by location- 
aware services has been described as being through authorisation tokens supplied by the 
mobile entities concerned, other authorisation techniques can be used. In particular, a 
5 location-aware service can be prior authorised with the location server in respect of 
particular mobile entities; in this case, each request from the service for location data needs 
only to establish that the request comes from a service authorised in respect of the mobile 
entity for which the location data is requested. 

10 As already indicated, Figures 2 to 5 depict only some examples of how location 
determination can be achieved, there being many other possible combinations of 
technology used and where in the system the location-determining measurements are made 
and location is calculated, stored and used .Thus, the location-aware service may reside in 
the mobile entity whose location is of interest, in a network-connected service system 40 

1 5 (as illustrated), or even in another mobile entity. Furthermore, whilst in the examples of 
Figures 2 to 5, invocation of the location-aware service has been by the mobile entity 
whose location is of interest, the nature of the location-aware service may be such that it is 
invoked by another party (including, potentially, the PLMN itself). In this case, unless the 
invoking party already knows the location of he mobile entity and can pass this 

20 information to the location-aware service (which may, for example, may be situation where 
the PLMN invokes the service), it is the location-aware service that is responsible for 
obtaining the required location data, either by sending a request to the mobile entity itself 
or by requesting the data from a location server. Unless the location server already has the 
needed information in cache, the server proceeds to obtain the data either by interrogating 

25 the mobile entity or by triggering infrastructure elements to locate the mobile. For 
example, where a location-aware service running on service system 40 in Figure 5 needs to 
find the location of mobile 20G, it could be arranged to do so by requesting this 
information from location server 67 which in turn requests the location data from the 
relevant BSC, the latter then making the necessary determination using measurements from 

30 BTSs 13. 
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Brief Description of the Drawings 

A shopping assistance method and apparatus, both embodying the present invention, will 
now be described, by way of non-limiting example, with reference to the accompanying 
diagrammatic drawings, in which: 

. Figure 1 is a diagram of a known communications infrastructure usable for 
transferring voice and data to/from a mobile entity; 

is a diagram illustrating one known approach to determining the location of 
a mobile entity, this approach involving providing the entity with an 
inertial positioning system; 

is a diagram illustrating another known approach to determining the 
location of a mobile entity, this approach being based on proximity of the 
mobile entity to fixed-position local beacons; 

is a diagram illustrating a further known approach to determining the 
location of a mobile entity, this approach involving the use of GPS 
satellites; 

is a diagram illustrating a still further approach to determining the location 
of a mobile entity, this approach being based pn the use of signals present 
in a cellular mobile radio communications system; 

is a diagram of a shopping assistance service system embodying the present 
invention; 

is a diagram illustrating possible target zones for reporting alternative 
sources of a selected item; 

is a diagram showing a web page providing a personal shopping catalogue 
of information capturing during a shopping trip; and 
is a diagram illustrating various arrangements for providing a personal 
shopping catalogue with or without the involvement of the Figure 6 
shopping assistance service system. 



Figure 5 



Figure 6 
. Figure 7 
. Figure 8 
25 . Figure 9 



Best Mode of Carrying Out the Invention 

30 A first embodiment of the shopping assistance method and apparatus of the invention will 
now be described with reference to Figure 6 which shows a shopping assistance service 
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system 40 connected to the public Internet 39. It is to be understood that the present 
mvenfcon is not limited to the specifics of the mobile entity 20, location discovery means 
andcommumcationinfras^ 

m relate to Figure 1 to 5 regardmg these elements apply equally to the operational 
context of the service system 40. Furthermore, whilst the service system 40 is shown as 
connected to the public Internet, it could be connected to the GPRS network 17 or to 
another fixed data network interfadng directly or indirectly with the network 17 or 
network 39; it will also be appreciated that any appropriate data-capable bearer service 
(not just GPRS) can be used for passing data through PLMN 10. 



In the F lg ure 6 embodiment, the data handling subsystem 25 of mobile entity 20 runs a 
shoppmg aid application 26 (for example, a WAP application) by which the user can 
prov.de ltem data on an item of interest (for example, goods 90 displayed at a business 
prermses 92 such as a shop or store), select a task to be carried out in relation to that item 
15 data, and send the item data and task data via a data-capable bearer service of PLMN 10 
WAP gateway 35, and internet 39 (see heavy dotted line), to a shopping assistance service' 
system 40. System 40 processes the received data to effect .the specified task, fetching 
addmonal mformation as needed, and then delivering the results in a manner specified by 
theuser. The specified tasks can include collecting comparative pricing data for the item of 
20 .nterest, accessing reviews of the item, ordenng catalogues, creating a personal shopping 
sessxon catalogue for later reference (for example, from a home PC 79), etc. 

Item data is provided to the shopping aid application 26 by means of a capture transducer 
27; m the present example, the capture transducer 27 is a hand-held scanner which is used 

25 by the mobxle-entity user to scan an information label 91 associated with the item 90 to 
generate rmage data. The image data is displayed to the user via a V1 ewing interface 28 to 
enable the user to verify that the scan has been successful. The information label 91 
includes, for example, a bar code identifying the product as well as a text description and 
pnce. Details of a suitable scanner are given in our aforesaid co-pending UK patent 

30 application. 



13 

The mobile entity also includes an interface 29 which the user can use to select the specific 
task that the user wishes to be carried out in relation to the scanned-in item data; preferably 
this interface, or another interface of the mobile entity, permits the user to key in further 
data such as the explicit identity of the store 90. Whilst the store identity may have been 
captured with the image data (for example, where the product bar code is extended to 
include store identity data), including the store identity as an explicit data field facilitates 
processing and generally entering this data need only be done once in each store regardless 
of how many items of interest are scanned in. However, it should be noted that the store 
identity can be obtained in a variety of ways including from the location of the store as will 
be described hereinafter; accordingly, it is to be understood that reference herein to store 
data for indicating the identify the store is to be broadly understood to encompass any data 
enabling the identity of the store to be derived either directly or indirectly. 

The item data, task selection data, and any other input data are received at the shopping 
assistance service system 40 through web interface 41 and are handled by processing block 
42. More particularly, these data are first subject to a preliminary processing 71 the 
purpose of which is to identify all the main data elements using, as necessary, the services 
of an image interpretation process 74. The main data elements are listed below. 
User Data 

The service system will have received user identity data when the user first 
connected to the service system and this is used to look up user profile data in 
database 43, the user profile data specifying certain processing preferences as will be 
described below. 
Task required 

Generally this is a separate date element in the data passed to the service system and 
there is no difficulty in identifying and extracting this data. Alternatively, the user 
can specify in their user profile that a particular is always to be performed. More 
than one task can be specified in respect of the same item of interest. 
Item Identity 

The identity of the item (generally item type though possibly for valuable items the 
identity of the specific item instance) is extracted through processing of the item data 
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(fa .he present example, the item data is image data .hough i, would be possible .o 
have ca P ,ured .he hen, identity as exp,ici tly entered da.a). The image processing is 
operative, for example, ,o read sca„ned-i„ bar code ,o identify a UPC (Universal 
Product Code) or to read scanr,ed-in tex, using OCR (Optical Character Recogrution) 
technology. Alternatively, the image processing involves matching the captured 
■mage agains, a library of stored images (for example, images of labe,s 91 provided 
by the store concerned), these images having assoctated data records giving details of 
the associated items. 
Location 

The location of the store where the item data was captured can be obtained by any of 
the location discovery means described above with reference to Figures 2 to 5 In the 
present case, a location server 67of the PLMN 10 is queried through interface 36 to 
obtamthelocationofmobileentity20. Where the store identity is positively known 
then tins could be used as an alternative way of discovering location by look-up in a 
database associating business identity with location. 
Store Identity 

As already noted, the store identity can be embedded in the image item data or sent 
as a separate data item. Rather than having the user directly input the store identity or 
extracting lt from the image item data, the process 71 of the service system can be 
arranged to map the user location to a business identity using, for example a 
database 45 that provides such mappings for a particular locality. Since multiple 
businesses may be in Cose proximity or one above another in a shopping mall it is 
preferable that process 7 1 provides interpreted item data to the database 45 to enable 
the latter to resolve ambiguities by matching the item type against information on the 
nature of the businesses concerned (database 45 including a business description of 
each business). Database 45 also holds contact details (such as website URL) for the 
busmesses on which it holds details (for this reason, database 45 is provided even 
where business identity is not obtained by a location-to-business look-up); database 
45 can be an external resource accessed by service system over the internet. 
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After the preliminary processing step 71 has extracted the main data elements, the 
specified task is executed (step 72) using an appropriate script retrieved from database 44. 
Depending on the nature of the task, this will generally involve contacting local and/or 
remote shopping information databases 46, 47 containing information such as pricing and 
availability of the identified item at other physical stores and virtual stores, or contacting 
item informational resources relevant to the identified item, such resources including 
product review websites, the website of the store where the item data was captured, the 
item manufacturer's website, etc. Retrieval of information from these databases 46, 47 and 
resources 48 is effected under the control of retrieval process 75. 

Where comparative pricing and/or availability information is required concerning the 
product, this is selected according to distance from a location focus, this distance being 
categorised according to the following zones: 

within convenient walking distance of the location focus; 

within convenient driving distance of the location focus; 

available from a virtual store over the internet with delivery to the location focus. 
"Convenient" walking and driving distances are preferably specified by the user in their 
user profile or specifically input for any particular item of interest; the service system will 
use default values if the user has not specified any values. Figure 7 illustrates these zones 
for the case where two different location foci are being used to constraint the fetching of 
comparative item price and/or availability data, one location focus being the user's current 
position (that is, the store where the item data has just been captured), and the other 
location focus being the user's home location as specified in the user profile data. The 
zones shown in Figure 7 are: 

Zl - convenient walking distance of the user's current location; 
Z2 - convenient driving distance of the user's current location; 
Z3 - convenient walking distance of the user's home location; 
Z4 - convenient driving distance of the user's home location; 

Z5 - available from a virtual store over the internet with delivery to the current location or 
the user's home (here, there is no difference between the two, though there could be, 
for example, in the case of travelling abroad). 
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Following task execution, the task results are delivered (step 73) back to the user in any 
one or more of the following ways as specified by the used (either specifically for the 
current item enquiry or generically in the user's profile): 
5 - by returning an HTTP response over the same data channel across which the original 
enquiry was received by the service system; 

- by e-mail to the user's home e-mail address; 

by creating a web page which is stored in data store 49 for subsequent access by the 
user over the internet via the service system's website and after appropriate 
10 authentication; 

- by printing and dispatch to the user using physical mail system; 

- by remote printing at the user's local (home / office) printer. 

Any other appropriate feedback mechanism can be used. With respect to the presentation 
of comparative pricing and availability data for an item, as already described this data is 
15 selected relative to one or more location foci according to certain distance criteria 
(expressed above in terms of zones); the presentation of this information is preferably also 
presented according to those distance criteria, a list presentation format generally being 
more convenient than a graphical one. 

20 In addition (or alternatively) to carrying out particular information retrieval tasks in respect 
of mdividua. items of interest, the service system is arranged to execute, for each item on 
which data is captured, a store-to-catalogue task; this task stores in database 49 information 
about the item of interest concerned, this information being, for example, the item data 
itself, the mam data elements extracted by the preliminary processing 71 (including store 
25 identity), and timestamp data (including date). This item information, taken together for all 
items, effectively forms a catalogue of items of interest found during a shopping trip 
Preferably, the URLs of relevant further information resources for each item of interest are 
also stored, together with the URLs of websites of the stores visited (these URLs are 
obtained either as part of the preliminary processing or as part of the catalogue task itself) 
30 The store-to-catalogue task effectively includes the dispatch process, delivering data to the 
database 49. 
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When the user arrives back home, the user can access the service system 40 and ask for the 
day's personal shopping catalogue to be displayed; this causes the processing block 42 to 
run a present-catalogue task that retrieves, from database 49, the user's item information 
for the current date and organises and presents this information back to the user via, for 
example, suitable web pages. Since the stored item information includes the store identity 
where each item data was captured, the presentation of the personal shopping catalogue is 
conveniently effected by store as illustrated in Figure 8 that depicts a web page 
presentation of the personal shopping catalogue. More particularly, for each store (here 
stores "PQR" and "XYZ") there is a corresponding entry 8 1 each giving the store identity, 
a thumbnail 82 of each image item data captured at that store, and a corresponding text 
description of the item concerned (this being the item identity extracted during preliminary 
processing 71). 

Further information in respect of displayed elements is made available by making such 
elements hot links; thus to access the website of a store, the user clicks on the store name 
thereby activating a hyperlink to the store's website (the URL of which was previously 
found by the service system). Clicking on an item image thumbnail 82 brings up the full 
image whereas clicking on the item description 83 brings up a list of further information 
resources for that item and further tasks that can be undertaken (such as price comparison 
and availability checks from other outlets, this information preferably being locationally 
graded in the manner described above with reference to Figure 7). Another available task is 
preferably a purchase task for purchasing the item via the store concerned (this facility acts 
as an incentive for stores to cooperate with the service system). 

Activating button 87 takes the user to a control menu from where the user can, for 
example, access and modify their user profile, choose to view their personal shopping 
catalogue for a different date, or display all item datas concerning a particular item type, 
regardless of date of capture. 
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Preferably, upon a user asking to view their personal shopping catalogue for a particular 
date, including the current date, the present-catalogue task first presents the user with a 
map showmg the stores visited (this being done using the store location data and a suitable 
map database). The user can then select a store as an entry point into the shopping 
5 catalogue for the day, the store entnes 8 1 be ing arranged chronologically (except repeat 
visits to the same store on the same day are all included in the first entry for the store on 
that day). 

Conveniently, the shopping aid application 26 permits the user to send null item data to the 
10 serv 1Ce system for the purpose of registering the presence of the user at a particular store 
regardless of whether item data is captured at that store. The service system processes this 
input m the normal way except that it does not seek to extract item identity information or 
retneve item-relevant information; the present-catalogue task uses the store data associated 
with the null item data to present the store in the personal shopping catalogue though no 
5 item element is displayed in respect of the null item data. Of course, if non-null item data 
is subsequently captured at the store concerned, the null entry can be deleted. 

Variants 

As will be appreciated by persons skilled in the art, many variations are possible to the 
> above described shopping assistance service method and system. For example the 

location-dependencyofcomparativepricingandavailabilitydatacanbesolelyreflectedin 
how that information is displayed instead of being used to determine what pricing and 

availability information is retrieved. As well as location being a relevant parameter for the 
comparative pricing retrieval and display, relative price may also be a parameter whereby 
only the lowest prices are returned to the user or even only prices lower than that at the 
user's current location. 

The items of interest can be services as well as products. 

Additionally or alternatively to the item data capture techniques described above audio 
mput is also possible, the user inputting a voice message as the item data which is then 
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subject to audio processing by the preliminary processing step 71 to extract information 
such as item identity (and possibly also store identity and task required). 

The mobile entity 20 can be arranged to carry out some of the preliminary processing of 
captured data itself before contacting the service system 40. Thus, the mobile entity can be 
configured to extract item identity and price information from the scanned image item data, 
possibly with the help of user input. 

Whilst in the described embodiment the item and store data has been transmitted to the 
shopping assistance service system 40 substantially at the time of capture, it is also 
possible for the user to capture and save the item and store data in a handheld device and 
latter download the captured data on one or more items to the service system 40 (for 
example, from a home PC). Furthermore, at least some of the preliminary processing and 
task execution can be effected by local processing resources of the user, though access will 
still be required to remote information resources for pricing, availability, review and other 
such information. 

Figure 9 depicts different degrees of involvement of the service system in relation to the 
building of a personal shopping catalogue by the user. The left-hand side of Figure 9 shows 
the situation already described above where mobile entity 20 equipped with a capture 
transducer scans label 91 of an item 90 of interest and sends the data at the time of capture 
(see arrow 1 1 0) via PLMN 1 0 and internet 39 to the shopping assistance service system 40 
for preliminary processing and store-to-catalogue task execution (here both represented by 
process 93). The user subsequently accesses the service system from home PC 79 and 
retrieves (arrow 111) personal shopping catalogue pages prepared by the present-catalogue 
task 94. The user may request follow up tasks such as price and availability comparison 
data (see arrow 1 12). 

The right-hand side of Figure 9 depicts the situation where the user has a handheld device 
comprising elements 25 to 28 of the mobile entity 20 of Figure 6, together with adequate 
storage means for holding the captured data, and location discovery means (such as a GPS 
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receiver). The capped i,em and store data is similar ,o .hae described above i„ re,a«io„ to 
•heF.gure 6 embodiment . however> ^ captured ^ ^ ^ ^ ^ ^ ^ 

ra.her.han being transmit over PLMN ,0 to ,he serv.ce sys,em. When the user returns 
home (arrow , ,3), .he user downloads .he captured da.a into home PC 79. 

The processing of me captured da.a can now proceed m severa. differen, ways dependmg 
on the sph, of processing between home PC 79 and remote resources such as the service 
sys-em 40; addinonaUy, certain process.ng (such as item iden.Mca.ion) can be effected 
.0 ~ re0rSUbSeqUent ' 0 — -•"—'-^e-n.shopptngca.aiogue 



Thus, ,he simples, approach is to arrange for ,he home PC to pass al. ,he captured data .o 
«he service sys.em 40 (see arrow , ,4, and aUow .he ,a,,er to cany ou, its processing 

to-cataiogue and present-catalogue .asks (dep.cted toge.her as process 97 in Figure 9) A 
vanan. of .his approach is .o have .he service system cany ou. the preiiminary processing 
ands«ore-.o-ca,a 1 o^ 

for loca. storage; ,„ this case, PC 79 can convenient carry ou, the presen,ca.a,ogue 
^ .ask .,se,f on the basis of ,he received item information received from service system 40. 

A, .he other extreme, .he home PC can be ananged .„ carry ou. a„ me funCons of ,he 
servtoe system (depicted by process 96 in Figure 9), making reference (arrow U5) to 
externa, resources ,05 over interne. 39 where necessary to look-up da.a such as loca.ion- 

'^'"-^-dtoaccessshoppingdatasuchascomparanvepricesandavatiabi,,. 
25 on a location-focus-dependent basis. 

In one preferred arrangement, the captured data is subjec. to ini.ial processing 98 inPC 79 
.o .dennfy the stores visited and obtain website contact information (this is done for 
example, by using captured lo ca,io„ data to do a rook up in an externa, ■oca.ion-.o- 

busmess.den.i.ydatabasemata.soinciudescontaotda.aJ.Thereaaernofurmerprocessing 
- done u„.i, Ure user requests to see their shopping C a,a,ogue for the day. At tha, „me [ 
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present-catalogue program is run to display by store, the captured image item data. The 
user can then ask for further information about a selected displayed image item and this 
causes the present-catalogue program' either to analyse the image item data itself or to 
contact the website of the store concerned (arrow 1 16) and ask the store website 140 to 
match the image item data with image data held by that website. Preferably, the user can 
intervene in the identification process to insert a clue (such as general item type); indeed, 
the captured image item data can simply be used as a visual cue to prompt the user to input 
appropriate clue words to track down the product in a store catalogue held by the store 
website. In this case, the capture transducer of handheld device 120 can conveniently be a 
digital camera. 

The user can also be responsible for inputting store identity on the basis of visual 
prompting off the image item data or otherwise. In this case, there is no need to capture 
store data whilst actually shopping; however, capturing location data with each item data is 
a convenient way of associating items coming from the same store, though alternative 
mechanisms are possible (for example, the user can simply key in a store ID for each item 
on which data is captured). 

As another variant, the item labels 91 can advantageously include URL data referencing 
corresponding item information in the store's website catalogue. In this case, the service 
system 40 or home PC 79 can include appropriate means for extracting the URL data from 
the image item data and then, when presenting the personal shopping catalogue, either 
using the URL as a hyperlink that can be activated by clicking the image item data 
thumbnail 81, or fetching a store catalogue image to be used in the personal shopping 
catalogue in place of the thumbnail. 
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CLAIMS 



1. A shopping assistance method, comprising the steps of: 

(a) capturing item data about items of interest at one or more shops, and store data 
indicative of the identity of the or each said shop; 

(b) organising the captured data so as to associate each piece of item data captured with 
the store data for the shop where the item data was captured; 

(c) presenting the captured data to show for each shop, information about the items of 
interest for which item data was captured in that shop. 

2. A method according to claim 1, wherein said store data comprises location data. 

3. A method according to claim 1 , wherein said store data comprises a business identifier 
this business identifier being used to look up the location of the shop concerned. 

4. A method according to claim 1, wherein the location of a said shop is captured by 
obtaining the location of a cellular radio device positioned .at the shop from a location 
server of a cellular radio infrastructure. 

5. A method according to any one of claims 2 to 4, wherein said information is presented 
through an initial image in the form of a map display showing the relative locations of the 
shops visited, information about the items of interest associated with each shop being 
selectively displayed from this image. 

6. A method according to claim 1, wherein the item data comprises image data, the 
information presented instep (c) comprising at least a thumbnail of the image data captured 
for each item. 

7. A method according to claim 1, wherein the captured item data is passed to a service 
system where it is processed to identify the type of each item of interest and further data is 
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obtained about each item, the item type information and said further data being made 
available for remote access to effect said presentation in step (c). 

8. A method according to claim 7, wherein said store data is provided to or obtained by 
said service system and is used to derive further data about each said shop, this further data 
being made available for remote access for use in said presentation in step (c). 

9. A method according to claim 7 or claim 8, wherein said further data comprises 
hyperlink data to relevant specific information sources. 

10. A method according to claim 9, comprising the further step of accessing further 
information in response to activation of a hyperlink presented in step (c) using said 
hyperlink data. 

11. A method according to claim 1, wherein the captured item data is processed, prior to 
the presentation of said information, to determine at least the types of said items of interest, 
the item types forming part of the information presented. 

12. A method according to claim 1, wherein said item data and said store data are both 
captured by a shopper at the or each shop and are subsequently downloaded to the 
shopper's local computer where step (c) is carried out, the method comprising the further 
step of passing at least some of the captured item data to a remote service system to obtain 
further data about an item of interest. 

13. A method according to claim 12, wherein said remote service system is one run by the 
shop associated with said item of interest, the related store data being used to determine the 
contact data for said remote service system. 

14. A method according to claim 1, wherein said item data, captured by a shopper at the or 
each shop, is subsequently downloaded to the shopper's local computer where said store 
data is input by the shopper to complete steps (b) and (c), the store data then being used to 
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contact websites of the relevant shops to retrieve further data about at least selected ones of 

said items. 



15. A method according to claim 12 or claim 14, wherein said item data is image data 
5 captured using a digital camera. 

16. A method according to claim 13 or claim 14, wherein said item data for the item of 
interest in respect of which the remote service system has been contacted includes image 
data, the service system matching this data with corresponding image data held by itself 

1 0 whereby identify the item of interest concerned. 

17. A method according to claim 7 or claim 1 1, wherein the processing of the captured 
data involves one or more of the following operations: 

extracting data from specific data fields; 

analysing image data included in said information using OCR techniques; 

- matching image data included in said information against stored image data; 

- interpreting bar code image data included in said information; 

- applying speech recognition to recorded audio data included in said information. 

18. A method according to claim 1, wherein at least one said item of interest is a product 

on offer for sale or hire. 



19. A method according to claim 1, wherein at least one said item of interest is a service. 
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ABSTRACT 



Shopping Assistance Method and Apparatus 

A shopping assistance method and apparatus is provided in which a shopper captures 
information about an item of interest and either stores it in a handheld device or sends it 
over a mobile radio infrastructure to a service system for storage. When the shopper returns 
home, the shopper either downloads the captured data to a home PC or uses the latter to 
access the service system. In either case, the captured data is presented to the user as a 
personal shopping catalogue (80) showing, by shop visited (81), the items of interest (82, 
83). The captured data can then be used to retrieve additional information, for example, 
from the websites of the shops concerned. 
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